YDC-3000 SAMPLE FUMIGATION
OPERATING VEHICLE

PRODUCT FEATURES

& Under the closed condition, the top temperature of the ® Temperature recorder;
freezing box is below - 180°C for more than 24 hours; @ The intake hose adopts CGA295 joint, which is easy to disassem-
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freezing box is below - 170°C for more than 36 hours; @ Itis easy to move and park with the brake of the trolley casters.
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SPECIFICATIONS

MODEL YDC-3000
Qutward Size (Long x Wide x High mm) 1465 % 570 % 985
In-box Space (Length x Width x Height mm) 1000 % 285 % 180
Use Space in the Box (Length x Width x Height mm) 1000 % 110 x 180
PRODUCT OVERVIEW Shelf Space (Length x Width x Height mm) 1200 x 450 x 250
YDC-3000 sample fumigating vehicle main material uses high quality stainless steel, SR HEeng Bakes 65
adopts high vacuum multilayer insulation, and the lid is made of aluminum alloy and P 10 x 10 Freeze Storage Boxes 30
insulation foam. It is portable and effective in controlling the evaporation rate of liquid o
orage
nitrogen, and ensures the effectiveness and durability of the turnaround work in low WA 50ml Blood Bags (One) 105
temperature. It is mainly suitable for sample operation and transportation in hospitals,
200 mi Blood Bag Boxes 50
sample libraries and laboratories.
2 ml Cryopreservation Tube 3000
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